
P'rovision:! ire learane 

OF F THE STATE FIRE (OFFICCR-CiI-DRECTOR. BIHAR, PATNA 

Pankaj Sinlha, 
State Fire Officer, 
Bihar, Patna. 

Er, Arun Kumar Singh 
PMC LIC No.-ER/02/16 
#511, Sth Floor, Hariniwas Complex, 

Dakbangalow Chauraha, 
Patna. 

Peaiaa Dx1p.2015. 
The views regarding Proposed Residential Building of under 15 imtr. In height to be constructed at 
Mauza-Digha, Dist-Patna. 

Su 

St. 
Please refer to your letter No- LE/199/019, dt.- 13/09/2019 through which this aforesaid plan has been 

sem to us for examination, which was examined by the Fire Service comnittee. 

During examination of the plan it was found that a (G+4) (Total B/U Area-3305.13 Sqmtr.), Pully 
Prapened Residential Buildling shall be constructed on 30 fect wide road belongs to Anand Residency, Plot No 
IO95,1096,1097, Khata No.-1797, Tauzi No.-5584, Thana No.-01, Thana-Digha, Mauza-Digha, Dist-Patna. 

We clear the plan after giving following advice/suggestions/recommendations based on NBC guideline, 
local building by laws & the local circumstances which must be followed by the concerned Architect/Developer/Land 
owner as the case may be, 

i) Construction: 
a) The whole construction of the proposed building shall be carried out as per approved plan drawing 

conforining the relevant building rules of local Municipal Corporation as per Bihar building bye laws, 
2014. 

b)The floor area exceeds 750 m shall be suitably compartmented by separation walls up to ceiling level 
haviny at least two hours Fire resisting capacity. 
the nterior finish decoration of the building shall be made low flame spread materials conforming LS. 

speciliealions. 
d Provision of ventilation at the crown of the centraB core-duct of the building shall be provided. 
e) Arrangements shall have to be made for sealing all the vertical ducts by the materials of adequate Fire 

resisting capacity. 

i) Open Space & Approach : 
a)The open space surrounding the building shall conform the relevant building rules as well as permit the 

aceessibiliry und maneuverability of Fire appliance with turning facility. 
The approach röads shall be sufficiently strong to withstand the load of Fire Engine weighting up to 20 
M.T. 

) The width and height of the access gates into the premises shall not be less than 4.5 M and 5M respecting abutting the road. 

ii) Stair Case - 

a) The Staircase of the building shall be enclosed type. Entire construction shall be made of brick/ R.C.C. 
Lype hav ing Fire resisting capacity not less than 4 hours respectively marked in the plan. b) The Staircase of the building shall have perinanent vents at the top equal to 5% of the crosSs sectional area of lc staircase enclosures and openable sashes at each floor level equal to 15% of the said cross section 
are shrail have to be provided in the external wall of the building. 

c)All the Staircase of the building shall be negotiable to each other in each floor without entering into any room and shall be extended up to respective terrace. The roof of the Stair wall shall be IM above the 
surrounding roof area. 

h w ihi: of the Staircascs and corridor and travel distance of different categories of occupancies shall 
ia niliru: tre r:olevant building rules. 

*liio siairriase. one must be on outer wall. 
5il alaircase are iyt went down lo bas�ment loor, for approach to basement, there should be another

staircase for approachATWARI PROJE 

er 



The walls of the I.ill enclosure ot the buildine shall be at least two hours Fire resisting typ: respeCUveiy 
ti piIHil i *i Cnt iut top of area ioi iess than 0.2 im 

* Ihe it ol lie building siall be designed at high specdFirc Lift" and conspicuously indicated marked 
in the plan. 

c) In case of failure of normal electric supply, it shall automatically trip over to alternate supply. For 
apartment houses these change over of supply could be done through manually operáted change over 

switch. Alternatively, the lift shall be so wired that in case of power failure, it comes down at the ground 
level land comes to stand still with door open. Arrangenment shall be provided for extraction of smoke in all the lift shaft by incorporation smoke venting 
system desigied to permit 30 Air changes per hour in case of Fire and shall be of such design as to 

operate on actuation of sprinkler or Fire Alarm. în case of failure of normal electric supply. It shali c) 
automatically trip to alternate supply. All other requirements shall conform the I.S. specification including the communication facility in the lift 
cars connecting with the Fire Control Room of the building That active Fire protection system such as down comer system with landing valve and hose reel at each 

rineorora:ed witlh J50 LPM pump at Terrace level, ISI marked Fire extinguishers as per I.s 
2190:1992, F.R. check door, manual call alarm point, Fire safety luminescent sign & other Fire 
precautionary measures as mentioned in NBC be provided before occupancy. 

vi) 

V) 

That an underground water static tank of not less than 20,000 Ltrs. capacity with automatic refilling 
arrangements prefebly on front side where Fire Brigade vehicles can reach easily && overhead water static 
tank of not less than 10,000 Ltrs. capacity each blocks should be made available before occupançy. 
Thal the internal finishing shall be non-combustible or class I'surface spread of flame. 

viii) That eleciric cables must be shield at each floor with intumescent coating. 

vit) 

ix) That Fire exit drill bc carried out regularly at least twice in a year after occupation. 
That the building must be constructed on at least 20 feet wide road and it is responsibility of thee 
concerncd Architect to be ensure the road width because he is the passing authority. 
That AMC should be given to a qualified firm or person for the maintenance of above recommended Fire 
equipments. 
That the setback shall be checked by the Architect/ Passing authority as per the established rule. If any 
thing wrong, the Architect/ Passing authority shall be held responsible. 

xi) 

xii) 

xii) t is hereby made clear that in case of any legal dispute arising in future, in which above recommendations 
have not been complied, the responsibility will fall entirely upon the Developers/ Architect/ Landowner as 

the case may be and not on the recommending Govt. authority ( i.e. the office of the State Fire Office, 
Bihar). 

It is hereby made also clear that this office (i.e. the office of the State Fire Officer-cum-Director, Bihar, 
Patna) is not responsible for any legal dispute of the land upon which the proposed building shall be 

xiv) 

constructcd. 
Set backs on all the sides adheres to the provisions for the fire safety as per bye laws. Whereas immediately 
beneath this arca in the basement is adhering to the, bye laws will be examined by the concermed Urban 

XV) 

local bodies. 
This shall be trcated.as provisional. On compliance of all the above Fire and Life Safety recommendations 

sis office shall be approached for necessary inspection and testing of the installation, Final approval in favor of the 

occupancy shall be issued on being satisfied with the tests and performances of safety aspects of installation of the 

buiding. 
N.B. - Any deviation and changes the nature of use of the building in respect of the approved plan drawing 

without obtaining prior permission from this office, this provisional will be treated as cancelled. 
The maps are being returned with sign and stamp. 

ncl As Above 

Yourfaithfully, 

DIG HG & FS 

Cum 
State Fire Officer 

For PATWARI 
PROJECTS 

Bihar, 
Patna 

Pots 
Pártner 



al e ciear the plan alter grving following advice/suggestions/recommendations t.aei on NBC gi ieline. local building by lavws & tie iC 

retstances whicih must,be tollowed by tiie concerned Architec/Developer/Land owner as the case may be. 
' 

he The whole construction of the proposed building shall be carried out as per approved plan drawing contormin 

relevart building rules of local Municipal Corporation as per Bihar building bye laws, 2014. 
b) The loor area cxceeds 750 m 'shall be suitably compartmented by separation walls up to ceiling level havina 

least two hours Fire resisting capacity. 

C) 

** 

The interior finish decoration of the building shall be made low ame spread materials conforming 

specifications. 
d) Provision of ventilation at the crown of the central core-duct of the building shall be provided. 
e) Arrangements shall have to be made for sealing all the vertical ducts by the materials of adequate Fire resist 

capacity. 

ii) Open Space &Approach: ne open Space surounding the building shall conform the relevant building rules as well as permit the accession 
a) 

and maneuverability of Fire appliance with turning facility. 
The approach roads shail be sufficiently strong to withstand the load of Fire Engine weihting u 0ting abuting 
C wT and height of the access gates into the premises sliall not be less than 4.5 M and 5M respectiiE 2Dus 

C) 
the road. 

b) 

i) Stair Case 
8) The Starrcase of the building shall be enclosed type. Entirs construction shal! be made of brick/RC.C. Type nyia 

Fire resisting capacity not less than 4 hours respectively marked in the plan. 
nc Sairease or the building shall have permanent vents at the top equal to 5% of the cross secuona a 

SLarcase cenclosures and openable sashes at cach loor level equal to 15% of the said cross section are shall have to De 

provided in the external wall of the building. 

Atne Staircase of the building shall be negotiable to each other in each flor without entering into any roonm and 

Shall be extended up to respective terrace. The roof of the Stair wall shall be IM above the surrounding roof area 
d) nc width ot the Staircases and corridor and travel distance of different categories of occupancies shall haye t 

confim the relevant building nules. 
e) In case of two staircase, one must be on outer wal. 

DOtn staircase are not went down to basement floor, for approach to basement, there should be another staircase for 

approach. 
iv) LIET: 

a) The walls of the Lift enclosure of the building shall be at least two hours Fire resisting type respectively marked in the 

plan with the event at top of area not less than 0.2 m'. 
b) The lift of the building shall be designed at high speed "Fire Lift" and conspicuously indicated marked in the plan. 

c) In case of failure of normal electric supply, it shall automatically trip over to alternate supply. For apartment houses 
these change over of supply could be done through manualy operated change over switch. Alternatively, the lit shall 
be so wired that in case of power failure, it comes down at the ground level land comes to stand still with door open. 

d) Arrangement shall be provided for extraction of smoke in all the lift shaft by incorporation smoke venting system 
designed to permit 30 Air changes per hour in case of Fire and shall be of such design as to operate on actuation of 

sprinkler or Fire Alarm. In case of failure of normal electric supply. t shall automatically trip to alternate supply. 
) All other requirements shall conform the 1.S. specification including the communication facility in the ift cars 

conneting with the Fire Control Room of the building 
v)That active Fire protection system such as down comer system with landing valve and hose reel at each floor incorporated 

with 450 LPM pump at Terrace level, ISI marked Fire extinguishers as per I.S 2190/1992, F.R. check door, manual call alarm point, Fire safety luminescent sign & other Fire precautionary measures as mentioned in NBC be provided before 
occupancy 

vi) That an underground water static tank of not less than 50,000 Ltrs. capacity with automatic refilling arangements prefebly on front side where Fire Brigade vehicles can reach easily & overhead water static tank of not less than 10,000 Ltrs. capacity each blocks should be made available before occupancy. vi) That the internal finishing shall be non-combustible or class - I surface spread of flame. vi) That electric cables must be shield.at each floor with intumescent coating. ix) That Fire exit drill be carried out regularly at least twice in a year after occupation. x)That the building must be constructed on at least 20 feet wide road and it is responsibility of the concerned Architect to be ensure the road width because he is the passing authority. xi) That AMC should be given to a qualified fim or person for the maintenance of above recom1 i) That the setback shall be checked, by the Architect/ Passing authority as per the established rule. If any thing wrong. tne 
Architect/ Passing authority shall be held responsible. xii) It is hereby made clcar that in case of any legal disputo arising in future, in which above recommendations have not been complied, the responsibility will fall entirely upon the Developers/ Architect/ Landowner as the case may be and not o 

the recommending Govt authority (ie. the office of the State Fire Office, Bihar). 
xiv) It is hereby made also clear that this office (i.e. the office of the State Fire Officer-Cum-Director, Bna responsible for any legal dispute of the land upon which the proposed building shall be construc 
X) Set bacKS on al the sides adheres to the provisions for the fire safety as per bye laws. Whereas immediately beneaun u 

n ne basement is adhering to the bye laws will be examined by the concerned Urban local bodies. ns 5nall be treated a_ provisional. On compliance of all the above Fire and Life Safety recommendations, tniS O 

ended Fire equipments. 

s not 

approacned 1or necessary inspection and testing of the installation, Final approval in favor of the occupaney sila 
satisticd with the tests and perfomances of safety aspects of installation of the building

shall be 
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